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Modulating Control Signal

RED
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TP : THERMAL
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AVE006 thru AVE009 ELECTRIC ACTUATOR
120 VOLT - Modulating Service
DHC-100 Hi Resolution Board

GF/WHITEWHITE/BLACK

CUSTOMER/FIELD WIRING

WD1120M-1

NOTE: HEATER IS OPTIONAL.
Connect as shown if required.

8-  +15V OUT

7-  + 5V OUT

6-  1-5, 0-5, 0-10V (+)

5-  4-20 ma (+)

4-  SIGNAL GND (-)

3-  EARTH/GND

2-  L1 HOT/LINE 120V

1-  L2 NEUTRAL

6-  +2.5V

5-  WIPER

4-  GROUND

3-  MOTOR 2 OUTPUT

2-  NEUTRAL

1-  MOTOR 1 OUTPUT

J-1
DHC-100

J-2

OPTIONAL
FEEDBACK BOARD

OTR

7-  Voltage OUT

6-  ma OUT

5-  GROUND

4-

3-

2-

1-  RLY(S) COMMON

CLOSED CKT

OPEN CKT

FAULT CKT

RLY 2

RLY 3

RLY 1

Voltage Feedback Monitor

RELAY CONTACTS FOR CUSTOMER USE

(+)

(+)(-)

(-)

mA Feedback Monitor

NOTE: Fault contacts OPEN on power loss or over torque condition.

J-3


